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PLUMBING FIXTURE/EQUIPMENT CONNECTION SCHEDULE -—
0 © ELOOR CLEANOUT: FCO CLEANOUT
MINIMUM CONNECTION SIZE MARKER
MARK FIXTURE TYPE REMARKS SINK: S-2 )
WASTE VENT HOT WATER | COLD WATER FIXTURE. SINK: S=2 WATER CLOSET: __ WC—1
DUCO CAST IRON CLEANOUT WITH ADJUSTABLE SCORIATED SECURED NICKEL BRONZE TOP, R .
WC-1 WATER CLOSET WALL HUNG (ADA) 4" 2" - 1" 1,2 NO—HUB OUTLET, AND INTERNAL TAPER THREAD BRONZE PLUG. DEWN.._m GLUSE TYPE 304 STAINLESS STEEL DOUBLE COMPARTMENT COUNTERTOP SINK ﬁ-w.__.u)_u_u PER A.D.A. HANDICAP REQUIREMENTS : TOP OF SEAT AT 17 TO 19
SELF RIMMING, 1-3/4” RADIUS COVED CORNERS, UNDERSIDE FULLY UNDERCOATED. e
L-1 LAVATORY WALL HUNG (ADA) 1172 1172 172" 12 1,2 o @%@ R SMITH 4050 OR APPROVED EQUAL CKEL BRONZE TOP COMPARTMENT AND FAUCET DECK ARE RECESSED 3/16” BELOW OUTSIDE EDGE OF FIXTURE
R w_,v__w_@ﬂ_._..w_ﬁmm_w_%wmw%zwo mmd x\NB o@% @_w_wz_zo. VITREOUS CHINA, m__m_._oz c_mv. m_.ozow:.”_u WALL HANGING WATER SAVER CLOSET
COUNTER " " " " FINISHED FLOOR CLEANOUT WITH SQUARE NICKEL BRONZE TOP " = " LOW CONSUMPTION (6.0 LPF/1.6 GPF) FULLY GLAZED 2"BALLPASS TRAPWAY,
S SINK DOUBLE BOWL 112 1172 12 12 12 R GMITH $040 OR. APPROVED EQUAL. DIMENSIONS OF BOWLS 14” LONG X 14" WIDE X 7-1/2" DEEP 10" x 12” WATER SURFACE, 1-1/2” TOP SPUD, AND BOLT CAPS.
COUNTER ELKAY LR—33194 OR APPROVED EQUAL. AMERICAN STANDARD "AFWALL" 2257.103 OR APPROVED EQUAL.
- " " " " 1,2 EIXTURE. FINISHED FLOOR CLEANOUT WITH ROUND EXTRA HEAVY DUTY NICKEL BRONZE TOP
52 SINK DOUBLE BOWL 112 11z 12 1 BOTTOM SUPPLIED, METAL RECESSED CABINET, COMPLETE WITH CORROSION LR._SHITH 4100 DR APPROVED EQUAL. IRIM ) TRIM
RESISTANT DIPPED GALVINIZED STEEL FINISH, 2" DRAIN CONNECTION, 1/2” HOT AND ' SINGLE—LEVER, CHROME FINISHED, WASHERLESS, DECK—MOUNTED SINK FAUCET, 8 EXPOSED, QUIET, DIAPHRAGM TYPE, CHROME PLATED CLOSET FLUSHOMETER.
53 SINK COUNTES SINGLE 172" 1172 12" 172" 1,2 COLD HOSE VALVES. FIXTURE. TUBULAR SWING SPOUT, 5" OUTLET HEIGHT, 2.5 GPM FLOW RESTRICTOR, AERATOR, DUAL FILTERED BY—PASS DIAPHRAGM, STOP SEAT, AND VACUUM BREAKER,
GUY GRAY B200 OR APPROVED EQUAL. DUCO CAST IRON CLEANOUT WITH ADJUSTABLE SECURED NICKEL BRONZE TOP WITH 1/8" M__.wﬂﬁ_wxq_w%%m% w_w_%m&wom:owww 4—HOLE INSTALLATION. m_mn_._._._w__moo_m_u__.uw_”_\,_@_ﬁmﬁv__.ﬁww_wz_,uw zw%ms__u.wzm_%%kmoxn_m_mﬁzw_wmw_.qo_u et
TILE RECESS, NO—HUB OUTLET, AND INTERNAL TAPER THREAD BRONZE PLUG. —HOLD- , 1" 1P.S. = ,
S-4 SINK SOLIDS INTERCEPTOR 2" o ; - 1,2 COMPLETE WTH SOLID BRASS STOPS WITH ALL BRASS STEMS. AND SPINNING VANDAL RESISTANT STOP CAP, ADJUSTABLE TAILPIECE, SPUD COUPLING
AND FLANGE, SWEAT SOLDER ADAPTER WITH COVER TUBE AND CAST SET SCREW
RCITH 4140 ORAPPROVED EQUAL. CREL BRONZE TOP CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT WALL FLANGE.
MSB-1 MOP SINK BASIN FLOOR SET 3" 1172 1/2" 1/2" 1,2 o BRAIDED STAINLESS STEEL FLEXIBLE CONNECTORS (SUPPLY TUBES), HEAVY DUTY SLOAN ROYAL MODEL 111 OR APPROVED EQUAL.
FORGED BRASS BASKET AND CAST BRASS LOCK AND COUPLING NUTS, BRASS 4”
COUNTERTOP ._ _. - o R ST 160 OR_APPROVED FauaL, | EL BRONZE TOP 17 GAUGE TAILPIECE. HEAVY CAST BRASS ADJUSTABLE P—TRAP WITH 17 GAUGE CARRIER
EEW-1| EMERGENCY EYEWASH MOUNTED - - 12 12 _ . TUBULAR WALL BEND. 1-1/2" DISPOSER KIT WITH CAST BRASS TEE AND 17 ADJUSTABLE HEIGHT FOR FIXTURE SPECIFIED, VERIFY WALL CONSTRUCTION AND
FIXTURE. GAUGE WASTE ARM AND BRASS SLIP NUTS. BRASS ESCUTCHEONS. (ALL BRASS PLUMBING ARRANGEMENT AS SHOWN ON ARCHITECTURAL PLANS AND RISER
FS-1 FLOOR SNIK SEE PLANS SEEPLANS | SEEPLANS - - 1,2 ACCESS PANEL: AP—1 DUCO CAST IRON CLEANOUT WITH ADJUSTABLE SECURED NICKEL BRONZE TOP WITH 1/2 MATERIALS SHALL BE CHROME PLATED) mw%%%%om%maumw >§r_@mnwﬂmmmvm_wommmmvmw_mﬂomzzm>_$._._mm_m @wuwm%__mmm_._ﬁm%\,_._.
FIXTURE TERRAZZO RECESS, NO—HUB OUTLET, AND INTERNAL TAPER THREAD BRONZE PLUG. aﬂ‘ IN-SINK-ERATOR — BADGER 5, 1/2 H.P. DISPOSER INSTALLED. EXCEEDS MOUNTING STUD LENGTH. SEE SPECIFICATIONS. INSTALL ANCHOR
FCO CLEANOUT FLOOR - - - - 1,2 8"x8"—16 GAUGE STEEL DOOR AND FRAME WITH CONCEALED HINGE AND TERRAZZO FLOOR CLEANOUT WITH ROUND NICKEL BRONZE TOP (PROVIDE PLUG AND CORD) FOOT ON ALL WATER CLOSET FIXTURE CARRIERS.
SCREWDRIVER OPERATED LATCH. TYPE 304 STAINLESS STEEL WITH NO. 4 FINISH. J.R. SMITH 4180 OR APPROVED EQUAL. COMMERCIAL WEIGHT SOLID PLASTIC OPEN FRONT LESS COVER FOR ELONGATED
.R. SMITH 4762— R APPR A
WCO CLEANOUT WALL - - - - 1.2 JR. SM 762-08x08 OR APPROVED EQUAL. TERRAZZO FLOOR CLEANOUT WITH SQUARE NICKEL BRONZE TOP BOWL. LARGE INTEGRAL BUMPER SHALL BE COLOR—MATCHED MOLDED PLASTIC.
R. SMITH 4 R APPR HINGES TO FEATURE EXTERNAL CHECK AND INTERNAL SELF—SUSTAINING
5CO CLEANOUT GRADE \ o JR. SMITH 4200 OR APPROVED EQUAL. MECHANISMS IN BOTH HINGES. COLOR SHALL BE WHITE.
- - - - _ FIXTURE SINK:  S-—3 CHURCH MODEL #295SSC OR APPROVED EQUAL.
DUCO CAST IRON CLEANOUT WITH ADJUSTABLE SCORIATED SECURED CAST IRON TOP, INSIDE
FD-1 FLOOR DRAIN SEE PLANS SEEPLANS | SEE PLANS - - 1,2 CAULK OUTLET, AND INTERNAL TAPER THREAD BRONZE PLUG. EIXTURE
o N SeE PLANS - - UNFINISHED FLOOR CLEANOUT WITH ROUND EXTRA HEAVY DUTY CAST IRON TOP 3 eAee TP mmw%qmﬁ__.mmwow«mmw_. S oGl COMPARTMEN] COUNTERTOP
] ] ) ] _ J.R. SMITH 4220 OR APPROVED EQUAL. UNDERCOATED. COMPARTMENT AND FAUCET DECK ARE RECESSED 3/16” BELOW
W WAL HYDRANT SEE PLANS " - UNFINISHED FLOOR CLEANOUT WITH ROUND CAST IRON TRACTOR COVER. VR e O e Sy d_mm_.dm\mm..,u,\u.\_domm DRAIN OPENING.
- - - - _ SHOCK ABSORBER WITH STAINLESS STEEL SHELL, HYDRO—PNEUMATIC CUSHION OF JR. SMITH 4240 OR APPROVED EQUAL. BOWL DIMENSIONS. 18" LONG X 14" WIDE X 7o 72" DEEP
ARGON GAS AND PURE GLYCERINE, ELASTOMER, BELLOWS, STAINLESS STEEL ELKAY LR-22183 OR APPROVED EQUAL
VBA VALVE BOX (CE MAKER ) ) ) 1" 10 ADAPTER AND MALE THREADED PLUG. UNFINISHED FLOOR CLEANOUT WITH ROUND FLANGED HOUSING & HEAVY DUTY COVER. : Nm
! J.R. SMITH SERIES 5000 OR APPROVED EQUAL. J.R. SMITH 4250 OR APPROVED EQUAL. RIM LAVATORY: _ L—1 @
] ) ] ) I ! CHROME FINISHED, COMBINATION FITTING WITH 4” WRIST BLADE HANDLES, 8”
VB-2 VALVE BOX CLOTHES WASHER 1112 1172 3 3/ 1.2 e NoL | FIXTURE . W R FNISH GOOSENECK RIGID/SWING SPOUT, 6—1/8" OUTLET HEIGHT, 2.5 GPM FLOW (MOUNT @ A.D.A. HEIGHT)
= p—— " — . . RESTRICTOR, AERATOR AND 3—HOLE INSTALLATION.
1. SIZE LISTED ON SCHEDULES APPLY TO ALL FIXTURES ON PROJECT UNLESS OTHERWISE NOTED. 010 5 P 2. VERIFY TYPE OF CARPET CLEANOUT MARKER TO BE INSTALLED WITH ARCHITECT. CHICAGO FAUCET 786-GN-BAZES OR APPROVED EQUAL = SIZE VITREOUS CHINA, WALL HUNG LAVATORY (COMPLIES WITH ADA)
5 SEE PLANS AND RISERS FOR SIZE AND LOGATION. 5. PROVIDE AN INCONSPICUOUS LOCATOR FOR ANY FLOOR TYPE CLEANOUT. IF ACCESS TO COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND WITH BACK, PUNCHED FOR CONCEALED ARM CARRIER, ANTI-SPLASH RIM AND
5020 c 33-60 TE DRAINAGE LINE SHOULD. BE DESIRED. CLEANOUT GAN BE READILY FOUND AND CARPET  CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT FRONT OVERFLOW.
. BRAIDED STAINLESS STEEL FLEXIBLE CONNECTORS (SUPPLY TUBES), STAINLESS AMERICAN STANDARD "LUCERNE” 0355.012 OR APPROVED EQUAL.
5030 D 61-113 CAN BE CUT, ALLOWING ACCESS. THIS MARKER TAKES PLACE OF LARGE BRONZE COVERS  STrc BASKET STRAINER WITH STAINLESS STEEL BASKET AND CAST BRASS LoCK
BEING PLACED IN CARPETED AREAS. 5
5040 E 114-154 " AND COUPLING NUTS, BRASS 4" 17 GAUGE TAILPIECE. HEAVY CAST BRASS IRIM.
JR. SMITH OPTION (-Y) CARPET CLEANOUT MARKER OR APPROVED EQUAL. ADJUSTABLE P—TRAP WITH 17 GAUGE TUBULAR WALL BEND. BRASS CHROME PLATED BRASS SENSOR OPERATED 4" CENTER—SET ELECTRONIC HAND
5050 F 155-330 ESCUTCHEONS. (ALL BRASS MATERIALS SHALL BE CHROME PLATED) WASHING FAUCET, 2.2 GPM (8.3 LPM) VANDAL RESISTANT AERATOR, ADA
Z _ COMPLIANT, CAST BRASS, 24 VAC, TROUBLESHOOTING LED INDICATOR LIGHTS,
BELOW DECK THERMOSTATIC MIXING VALVE, METAL JACKETED WIRE PROTECTION
1 FOR m_wzmom LEAD, AND 120 VAC/24 VAC TRANSFORMER (PLUG—IN OR BOX
MOUNT).
M THERMOSTATIC MIXING VALVE: SOLID BRASS CONSTRUCTION, CORROSION
RR: s RESISTANT INTERNAL COMPONENTS, INTEGRAL CHECKS WITH SCREENS, AND
WALL CLEANOUT: _WCO \/ ADJUSTABLE TEMPERATURE SELECTION W/ LOCK NUT TO PREVENT TAMPERING.
SINK: S—4 SLOAN OPTIMA ETF—600—BDT (ETF—1024—A) OR APPROVED EQUAL, POWERS
FIXTURE. M E480 MIXING VALVE OR APPROVED EQUAL.
v m s Y CAST SROUZE TAPER THREAD FLUG FOR WAL SLEANOUT WITH STAMLESS ST B AL souDS NTERGEPTOR, T0P AGCESS, FIXTURE TRAP TYPE W 2 CONPLETE WIK SOUD BRASS STOPS T ALL ERASS STENS D
4" : > 1 1" (TYP. WC) R, SMITH 4472T-U OR APPROVED EQUAL. : THREADED CONNECTIONS, GASKETED COVER, REMOVABLE GALVANIZED STEEL CHLORAMINE—CHLORINE RESISTANT WASHERS. CHLORAMINE—CHLORINE RESISTANT
.v,\ avykl : -R- _w_ﬂmm_m_mm_b_% wmzw__.mww wm__wm_.m mmz_o%me.o,m_cmeK%z;_z 6—1/4” CLEAR ABOVE BRAIDED STAINLESS STEEL OR POLYMER FLEXIBLE CONNECTORS. CAST BRASS
- _ LL L : SOLID TOP OPEN GRID OFFSET P.O. PLUG WITH 6” 17 GAUGE TAILPIECE WITH
UP TO DENTAL ., L 4 N D T O O A T o S0, SOCH TERSUNK Fols: JOSAM 61030 OR APPROVED EQUAL. CAST BRASS LOCKNUT. HEAVY CAST BRASS ADJUSTABLE P—TRAP WITH 17 GA
> CHAIR \»/ - " “.m. mn“ﬂ Mm“ww wm »__wwmw«mmw mwm»__u MnMmzomoowﬂ_m_MMﬁmw.v‘szﬁozv TUBULAR WALL BEND AND BRASS SLIP NUTS. (ALL BRASS MATERIALS SHALL BE
-7 <> [ 11/4 - COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND CHROME PLATED)
WASTE RISER DIAGRAM #1 e 1/2" CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT
12 s <> BRAIDED STAINLESS STEEL FLEXIBLE CONNECTORS (SUPPLY TUBES), HEAVY DUTY PROVIDE TRUEBRO "LAV—GUARD” MODEL #103.
NO SCALE et g FORGED BRASS BASKET STRAINERS WITH BRASS BASKETS AND CAST BRASS LOCK
12" Rt S AND COUPLING NUTS, BRASS 4" 17 GAUGE TAILPIECE. HEAVY CAST BRASS CARREER
Pttt ADJUSTABLE P—TRAP WITH 17 GAUGE TUBULAR WALL BEND. 1-1/2" END OUTLET FOR BLOCK WALL CONSTRUCTION:
T T CONTINUOUS WASTE WITH CAST BRASS TEE, 17 GAUGE WASTE ARM AND BRASS WALL—MOUNT, SINGLE LAVATORY CARRIER W/CONCEALED ARMS, LEVELING AND
VX o SLIP NUTS. BRASS ESCUTCHEONS. (ALL BRASS MATERIALS SHALL BE CHROME SECURING SCREWS AND ADJUSTABLE WALL PLATE.
o GRADE CLEANOUT: GCO PLATED) SEE SPECIFICATIONS FOR APPROVED MANUFACTURERS.
o - " VERIFY WALL THICKNESS PRIOR TO ORDERING CARRIER(S).
e’ EXTURE
st DUCO CAST IRON DOUBLE FLANGED BODY WITH HEAVY DUTY SECURED SCORIATED CAST FOR STUD WALL CONSTRUCTION:
11/4” IRON COVER WITH LIFTING DEVICE. PROVIDE VANDAL PROOF SCREWS. FLOOR—MOUNT, SINGLE LAVATORY CARRIER W/CONCEALED ARMS, LEVELING AND
SECURING SCREWS, STRUCTURAL UPRIGHTS AND BLOCK BASES.
.\ J.R. SMITH 4880-U OR APPROVED EQUAL. SEE SPECIFICATIONS FOR APPROVED MANUFACTURERS.
:\ VERIFY WALL THICKNESS PRIOR TO ORDERING CARRIER(S).
NO SCALE
36" x 36” x 12" HIGH ONE PIECE TERRAZZO MOP SERVICE BASIN WITH FACTORY
INSTALLED DRAIN WITH COMBINATION DOME STRAINER AND LINT BASKET FOR 3”
FLOOR DRAIN: FD—1 CAULK JOINT. CAULK ALL EDGES WHERE BASIN MEETS WALL WITH COLOR
MATCHED SILICONE SEALANT.
o P FIXTURE. FIAT TSB—500 OR APPROVED EQUAL. SINK:  S—1
\.H‘// \ MEDIUM DUTY CAST IRON FLOOR DRAIN, TWO—PIECE BODY WITH DOUBLE
DRAINAGE FLANGE, NON—PUNCTURING FLASHING COLLAR, SEEPAGE OPENINGS, IRIM TURE
\\/@/ b BOTTOM OUTLET, 12" ROUND CAST IRON TOP, AND REMOVABLE SEDIMENT COMBINATION EYEWASH/DRENCH HOSE AND SERVICE SINK FAUCET. ﬂw Q_,Ncom TYPE 304 STAINLESS STEEL DEEP DOUBLE COMPARTMENT COUNTERTOP
1 ! N BUCKET. : POLISHED CHROME PLATED CAST BRASS SERVICE SINK FITTING YT
o - . SINK, SELF RIMMING, 1—-3/4” RADIUS COVED CORNERS, UNDERSIDE FULLY
v JR. SMITH 2131-B OR APPROVED EQUAL. WITH 1/4 TURN CERAMIC CARTRIDGES. INTEGRAL STOPS. CAST BRASS NOZZLE UNDERCOATED. COMPARTMENT AND FAUCET DECK ARE RECESSED 3/16" BELOW
WITH 3/4” HOSE THREAD AND PAIL HOOK. BRASS VACUUM BREAKER. BRASS TOP 2o
OUTSIDE EDGE OF SINK, 4 FAUCET HOLES AND 3—1/2" DRAIN OPENING.
1 BRACE ASSEMBLY WITH WALL FLANGE AND MOUNTING SCREWS. PROVIDE WITH OVERALL DIMENSIONS 33” LONG X dola\N.. WIDE
4" Z ”» VANDAL RESISTANT FOUR ARM HANDLES WITH COLOR CODED INDEXES. DIMENSIONS OF BOWLS 14" LONG X 14” WIDE X aOla\@: DEEP
1/2 EYEWASH /DRENCH HOSE: DUAL SPRAY’'S WITH FLIP TOP CAPS AND AUTOMATIC ELKAY DLR—-3319104 OR APPROVED EQUAL.
FLOW CONTROL. SQUEEZE VALVE WITH AUTOMATIC STAY OPEN DEVICE. INTEGRAL
WASTE RISER DIAGRAM #3 ‘Q VACUUM BREAKER AND CHECK VALVE. 2.4 GPM AT 30 PSI. CHROME PLATED IRM
BRASS FINISH. CHROME FINISHED COMBINATION FITTING W/ 4” WRIST BLADE HANDLES, 8”
NO SCALE H_ SPEAKMAN SEF—9000 OR APPROVED EQUAL. GOOSENECK RIGID/SWING SPOUT, 6—1/8" OUTLET HEIGHT, 2.5 GPM FLOW
RESTRICTOR WITH RETRACTABLE SPRAY AND HOSE, AERATOR. 4—HOLE
INSTALLATION.
. COMPLETE WITH: 24" LONG x 3" WIDE 18 GAUGE MOP HANGER. _ _
HOSE BIBB: HB—1 FIAT §589-CC OR APPROVED EQUAL CHICAGO FAUCET 200-AGN2AE3—317CP OR APPROVED EQUAL.
FIXTUR , . . COMPLETE WITH SOLID BRASS STOPS WITH ALL BRASS STEMS AND
%Fowma BRASS ANTI—SIPHON VACUUM BREAKER HOSE BIBB WITH oupiNG Mwmwmwmmnm>xuoommwwwwm b HOSE S e 3/4" BRASS CHLORAMINE—CHLORINE RESISTANT WASHERS, CHLORAMINE—CHLORINE RESISTANT
. | TAI FLEXI T PPLY , H TY
wmqm_@oﬂgxmwww_é\%m@ >ﬂ>monﬁ%m %mmw%m\_,.momm%m_.z&hm%_.ﬁ >ﬂmom_._m FIAT #832—AA OR APPROVED EQUAL. wmmoo_mwo wmm%mm_.wwwmxmmﬂmm_.qmw"mzxmmme so%_.__A z%%>%mm m_wmmmq_m. >ﬂ_r__um_wm>vwa mmxwwomoox
PLI T 4" 1 TAILPIECE. HEAVY CAST
WATER RISER DIAGRAM #3 . U e D . Y PPROVED EQUAL 12" HIGH HEAVY GAUGE STAINLESS STEEL WALL GUARDS. ADJUSTABLE P—TRAP WITH 17 GAUGE. TUBULAR WALL BEND. 112" END OUTLET
3/ - ’ FIAT #MSG 2424 OR APPROVED EQUAL. CONTINUOUS WASTE WITH CAST BRASS TEE, 17 GAUGE WASTE ARM AND BRASS
NO SCALE Jf\ -~ SLIP zcvqm. BRASS ESCUTCHEONS. (ALL BRASS MATERIALS SHALL BE CHROME
e PLATED
I\..JJ\\\ﬁ 1 \A...
WALL HYDRANT: WH-1
% CONTRACTOR IS TO VERIFY WALL THICKNESS PRIOR TO ORDERING WALL
HYDRANT(S). EMERGENCY EYE WASH: EEW-1
. 7 EIXTURE EIXTURE.
1/2" 3/4” LOOSE KEY FREEZELESS WALL HYDRANT WITH INTEGRAL COUNTERTOP MOUNTED EYEWASH/DRENCH HOSE, WITH 6 FT. LONG REINFORCED
1/2" ANTI-SIPHON VACUUM BREAKER—BACKFLOW PREVENTOR, 3/4” HOSE HOSE, BRASS CHROME PLATED SQUEEZE HANDLE, TWIN AERATED SPRAY
2 . L RS S B G M Wl e SCIET W o Lot ST 1 e e, S g
3/4" . Z LOOSE TEE KEY TO BE FURNISHED WITH EACH HYDRANT. - : ,
A 2 B2 G00r0R #63 OF APPROVED EQUAL SOUER, (NVERSAL EMERGENCY SN ILUDED AND SWIEL CONECTION PLNBRC FXTRES SIALLBE O O OF THE MAWFACTURERS IDIOATED MBI
! B gl SPEAKMAN SE—927-VB OR APPROVED EQUAL. WHERE MANUFACTURER'S CATALOG NO'S HAVE BEEN UPDATED OR DELETED, FIXTURES
_ . 3/4” SHALL BE OF SIMILAR CONFIGURATION AND OF SIMILAR OR BETTER QUALITY THAN
, WL MIXING VALVE THAT INDICATED.
/ W EMERGENCY EYWASH/FACEWASH MIXING VALVE WITH VANDAL RESISTANT
.\ ' 12" TEMPERATURE ADJUSTMENT AND ROUGH BRONZE FINISH. LIQUID FILLED VERIFY ALL MOUNTING HEIGHTS OF PLUMBING FIXTURES PRIOR TO ORDERING EQUIPMENT.
J > S THERMOSTATIC CONTROL MECHANISM, STAINLESS STEEL SLIDING PISTON WITH MOUNTING HEIGHTS SHALL BE AS INDICATED ON ARCHITECTURAL DRAWINGS AND
3 /47 3 REVERSE SEAT CLOSURE AND FIXED OR VARIABLE COLD WATER BYPASS. HOT COMPLY WITH ADA REQUIREMENTS.
. WATER STOP IN THE EVENT OF INTERRUPTION OF COLD WATER SUPPLY AND
1" (TYP. WC) VALVE BOX: VB—1 U e COLD WATER VARIABLE BYPASS SUPPLY IN THE EVENT OF INTERRUPTION OF VERIFY FIXTURE COLORS WITH ARCHITECT PRIOR TO ORDERING EQUIPMENT.
WASTE RISER DIAGRAM #4 @ X, 11/4” HOT WATER SUPPLY OR FAILURE OF LIQUID THERMOSTATIC CONTROL MOTOR. FOR ALL COUNTERTOP SINKS, CONTRACTOR SHALL COORDINATE WITH CABINET WORK
SO EIXTURE PIPE INLET SIZE: 1/2 TO INSURE THAT SINK WILL FIT IN CABINET PRIOR TO ORDERING FIXTURE.
NO SCALE N BOTTOM SUPPLIED, METAL RECESED CABINET, SINGLE VALVE OUTLET BOX. MAX. INLET PRESSURE: 125 PS
3/4" SN CORROSION RESISTANT DIPPED GALVANIZED STEEL FINISH, 20 GAUGE BOX, MIN. SUPPLY PRESSURE: 35 PSI FIXTURE DRAWINGS DEPICTED MAY NOT NECESSARILY BE AN ACCURATE DEPICTION OF
//m 18 GAUGE FACEPLATE. ICE MAKER BOX COMPLETE WITH STOP VALVE. RECOMMENDED OPERATING PRESSURE: 65 PSI ACTUAL MODELS DUE TO RECENT PRODUCT UPDATES.
GUY GRAY BIM875 OR APPROVED EQUAL. MAX. INLET TEMP: 180° F
RECOMMENDED INLET TEMP: 120° F — 140" F ADA WATER CLOSETS: FLUSH CONTROLS SHALL BE MOUNTED ON WIDE SIDE
WATER RISER DIAGRAM %A. MOUNT AT 48” AFF. OR AS RECOMMENDED BY REFRIGERATOR RECOMMENDED OUTLET TEMP. SET: 85 F OF TOILET AREA AND AT A HEIGHT COMPLIANT WITH ADA GUIDELINES.
MANUFACTURER. SPEAKMAN SE-370 MIXING VALVE OR APPROVED EQUAL.
NO SCALE CLH 2007-37
! Calvin L. HINZ Architects, P.C. cLH 2007-37 _ “ Project Number O.—.zOQ o.q
A — IMPORTANT CONTRACTOR'S NOTE . » P.C. PLUMBING FIXTURE SCHEDULES BUILDING SIX Phase 2 and 4 of 636-07-134
EE . ALL CONTRACTORS ARE RESPONSIBLE FOR REVIEWING ENTIRE Elkhorn, Nebraska 68022 >ZU m_mmm U_ >Qm >—$m ImZO<>._._OZ\ ADDITION Buiding Number: SIX Construction
| —— "COLORADO SPRINGS, CO. SET OF DOCUMENTS TO DETERMINE THEIR FULL SCOPE OF Phone:402.291.6941 Fax: 402.291.9193 s
;LINCOLN, NE. WORK. CONTRACTOR SHALL NOT BE ALLOWED EXTRA COSTS : . and Facilities
’ DUE TO FAILURE TO REVIEW ENTIRE SET OF DOCUMENTS. Calvin L. Hinz Farris Engineering Kenneth D. Lathrum & Associates, P.C. Construction Documents (100%) Submittal Drawing Number:
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